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§192.325

(d) If vents are installed on a casing,
the vents must be protected from the
weather to prevent water from enter-
ing the casing.

§192.325 Underground clearance.

(a) Each transmission line must be
installed with at least 12 inches (305
millimeters) of clearance from any
other underground structure not asso-
ciated with the transmission line. If
this clearance cannot be attained, the
transmission line must be protected
from damage that might result from
the proximity of the other structure.

(b) Each main must be installed with
enough clearance from any other un-
derground structure to allow proper
maintenance and to protect against
damage that might result from prox-
imity to other structures.

(¢) In addition to meeting the re-
quirements of paragraph (a) or (b) of
this section, each plastic transmission
line or main must be installed with suf-
ficient clearance, or must be insulated,
from any source of heat so as to pre-
vent the heat from impairing the serv-
iceability of the pipe.

(d) Each pipe-type or bottle-type
holder must be installed with a min-
imum clearance from any other holder
as prescribed in §192.175(b).

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-85, 63 FR 37503, July 13, 1998]

§192.327 Cover.

(a) Except as provided in paragraphs
(c), (e), (f), and (g) of this section, each
buried transmission line must be in-
stalled with a minimum cover as fol-
lows:

: p Consoli-
Location Normal soil dated rock
Inches (Millimeters).
Class 1 locations ........c.ccccevvenieenne 30 (762) 18 (457)
Class 2, 3, and 4 locations ........... 36 (914) 24 (610)
Drainage ditches of public roads
and railroad crossings ............... 36 (914) 24 (610)

(b) Except as provided in paragraphs
(c) and (d) of this section, each buried
main must be installed with at least 24
inches (610 millimeters) of cover.

(c) Where an underground structure
prevents the installation of a trans-
mission line or main with the min-
imum cover, the transmission line or
main may be installed with less cover

72

49 CFR Ch. | (10-1-09 Edition)

if it is provided with additional protec-
tion to withstand anticipated external
loads.

(d) A main may be installed with less
than 24 inches (610 millimeters) of
cover if the law of the State or munici-
pality:

(1) Establishes a minimum cover of
less than 24 inches (610 millimeters);

(2) Requires that mains be installed
in a common trench with other utility
lines; and

(3) Provides adequately for preven-
tion of damage to the pipe by external
forces.

(e) Except as provided in paragraph
(c) of this section, all pipe installed in
a navigable river, stream, or harbor
must be installed with a minimum
cover of 48 inches (1,219 millimeters) in
soil or 24 inches (610 millimeters) in
consolidated rock between the top of
the pipe and the underwater natural
bottom (as determined by recognized
and generally accepted practices).

(f) All pipe installed offshore, except
in the Gulf of Mexico and its inlets,
under water not more than 200 feet (60
meters) deep, as measured from the
mean low tide, must be installed as fol-
lows:

(1) Except as provided in paragraph
(c) of this section, pipe under water
less than 12 feet (3.66 meters) deep,
must be installed with a minimum
cover of 36 inches (914 millimeters) in
soil or 18 inches (457 millimeters) in
consolidated rock between the top of
the pipe and the natural bottom.

(2) Pipe under water at least 12 feet
(3.66 meters) deep must be installed so
that the top of the pipe is below the
natural bottom, unless the pipe is sup-
ported by stanchions, held in place by
anchors or heavy concrete coating, or
protected by an equivalent means.

(g) AIll pipelines installed under
water in the Gulf of Mexico and its in-
lets, as defined in §192.3, must be in-
stalled in accordance with
§192.612(b)(3).

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-27, 41 FR 34606, Aug. 16, 1976;
Amdt. 192-78, 61 FR 28785, June 6, 1996; Amdt.
192-85, 63 FR 37503, July 13, 1998; Amdt. 192—
98, 69 FR 48406, Aug. 10, 2004]
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